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HENDERSON

SINGLE RUN 301 & 301H - METAL
Capacity - 301:

e  Maximum door weight: 250kg.
e  Maximum door height: 3600mm.
e Door thickness: 45mm - 57mm.

Capacity - 301H:

e  Maximum door weight: 450kg. 3
e  Maximum door height: 4200mm.
e Door thickness: 45mm - 57mm. 0

Application:

A general purpose top hung track system for straight
sliding steel doors in commercial or industrial
situations.

Components:

e Track - galvanised (301 or 301H). Available

in 2m, 2.5m or 3m lengths.

Brackets, single run - face fixing (1/301).

Brackets, single run - soffit fixing (3/301).

Brackets, single run - soffit fixing, parallel ear (4/301).

Brackets, single run - soffit fixing, parallel ear, steel (4/301/S).

Brackets - face fixing, restricted headroom (9/301).

Hangers - metal doors, 2-wheel, bolt-fix, nylon, 125kg capacity per pair (5672AN).
Hangers - metal doors, 2-wheel, bolt-fix, steel, 125kg capacity per pair (56'%AS).
Hangers - metal doors, 4-wheel, bolt-fix, nylon (56AN).

Hangers - metal doors, 4-wheel, bolt-fix, steel (56AS).

Hangers - metal doors, 4-wheel, concealed fixing, nylon (67AN).

Hangers - metal doors, 4-wheel, concealed fixing, steel (67AS).

Guides - metal doors (104P/97).

Guides - metal doors, concealed fixing (106R/94).

Guide - metal doors (106RB/94).

Guide - metal doors (106R/97).

Channel - aluminium (94X). Available in 1.6m, 2m, 2.5m, 3m and 3.2m lengths.
Guide Channel - aluminium, anodised (94XNAA). Available in 2m, 3m, 4m and 6m lengths.
Channel - brass (94). Available in 1.6m, 2m, 2.5m, 3m, and 3.2m lengths.
Channel - polypropylene (94P). Available in 2m, 3m, 4m and 6m lengths.
Channel - polypropylene with aluminium support (94PA). Available in 2m, 3m, 4m and 6m lengths.
Channel - galvanised steel (100). Available in 2m, 2.5m and 3m lengths.
Channel - galvanised steel (97). Available in 2m, 2.5m and 3m lengths.

Bottom Guide Rail - (299). Available in 2m lengths.
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Optional Extras:

Flush Pulls.
Flush Bolts.

Handles. I
Stops - (301DS).
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Please note:

e Brackets to be fixed every 700mm - 900mm maximum and at track joints.
e Two hangers required per door.
e Please refer to component section for component options and technical detail.

.2\
§ INTERLOCK &

clz{eolv/ 2

An ASSA ABLOY Group company ASSA ABLOY



rormy H ENRERSON
SINGLE RUN 301 & 301H - METAL

ALTERNATIVE FOR M12
/v BRACKETS DIA. BOLT
- 17 X
‘ / /I BoLT CENTRES b ™
-« 35— 'S
* | < 2
20 i HOLE FOR M12
16 \
< Novd 1501
o7 \‘ i
2 | No. 87501
Ro i 75%1 B
FORM12
DIA. BOLT
TRACK 301 OR 301H \
1 ! e p
= ! P e !
25 VA":‘A |
LL |E§ N BRACKET
E § .'..‘ No. 4 /301/SS
=< | BRACKET
——
: N RS e
T UNDERSIDE \
- LINO'I":EL \ ‘ 55 2400 . 1800 »
o § ! | 778 | 800 800 | 900 _ 878 |«
™ HSRR o et
05 I~ BRACKET No. 1
=g |
< DOOR HEIGHT) ' anGeR
| =
o 0 4
(a0 ‘
Z
FLUSH PULL
: ﬁ ¢V— \‘_ —] _][_4__— BOWHANDLES
m OVERLAP T
AT JAMBS
u 50 TO
J 75 \‘ 1000
Z e e
a GROUND STOP  "ROLLER GUIDE GHANNEL
BRASS ROLLER
— (m No. 106RB/54 GUIDE No. 106R/04
REMOVABLE ROLLER GUIDE GUIDEFITTED TO FITTED TO
AT BOTTOM OF DOOR BOTTOM OF DOOR
HANNEL No. 100)
HOLE REQUIRED
FOR FIXING GUIDE
No. 104P/7
21.5DIA
SPRING
WASHER
PLAIN WASHER
-
' 3-6 — 0000
!

101?13 T [;r—j—] 20

ol DEEPSTEFL
N No. 100C 21
94 SERIES CHANNEL
R RECESSED INTO FLOOR

CONCRETE

§ INTERLOCK

clz{eolv/ 2

— | -—

T

94 SERIES CHANNEL
RECESSED INTO FLOOR
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