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Palladium Series

The exceptional range of Palladium Door
Furniture offers builders, specifiers and
interior designers an array of levers that can
be used in any residential environment.

Designed in Australia the Palladium Series

of door furniture reflects the best in quality
blended together with sophisticated designs.
The Palladium Series was produced to meet
the rigorous aesthetic requirements of
residential markets, while conforming to the
ever increasing need for quality into semi-
commercial building segments.

The Palladium Series represents the highest
standard in residential and semi-commercial
door hardware and is brought to you through
modern innovative Australian design, combined
with quality manufacturing.
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Palladium Series Door Furniture

Application

Arange of high quality lever on plate suitable
for use in residential buildings and apartment
applications. The Palladium series is to be used
with European style mortice locks.

Features and Specifications
Stylish range of contemporary lever designs
Solid metal lever escutcheon

Incorporates a lever handle torsion spring and
shuttle mechanism which provides a positive
feel and increased product life.

All lever handles are reversible
Suits 48.5mm [85mm pitch mortice locksets
Includes 7.6mm - 8mm square stepped
spindle
Available in trade pack

Keying

Use with Euro profile cylinder.

Door Thickness

Minimum 32mm - Maximum door
thickness 45mm.

1300 LOCK UP (1300 562 587)
lockweb.com.au

Fixing
Plates are designed to fit back to back
and to be fully concealed externally.

Handing

Easy field selectable handing.
Finishes

Satin Chrome SC
Chrome Plate (@
Gold Plate GLD
White WH
Black BLK
Primrose PRM
Magnolia MAG

Polyester Powdercoat PPC

Security

The Lockwood Palladium door furniture
conforms to the requirements of the Australian
Lock Standard AS4145 Parts 1 & 2:2008 and
achieves the highest security level when used in
conjunction with an equivalent level of physical
security of the lock.

Durability

The Lockwood Palladium door furniture range
conforms to the high durability requirement
level D8 of Australian Standard AS 4145.2:2008
Part 2: Mechanical locksets for doors and
windows in buildings.
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Palladium Plus Series Door Furniture

The Palladium Plus Series represents the
highest standard in residential and semi-
commercial door hardware and is brought
to you through modern innovative Australian
design and quality manufacturing.

Application

Made from corrosion resistant 316 grade
stainless steel, ideal for coastal areas.

Palladium Plus is suitable for use in residential
buildings, apartments and semi-commercial
applications.

Features and Specifications

316 Marine Grade stainless steel with nylon
spacer for smooth lever operation

Incorporates a lever handle torsion spring and
shuttle mechanism which provides a positive
feel and increased product life

Features the reversible Aria lever

Suits 85mm pitch mortice locksets

Include 7.6mm - 8mm square stepped spindle
Steel M4 furniture fixing screws

Available in trade pack

Keying
Use with Euro profile cylinder.

Door Thickness

Minimum 32mm - Maximum door
thickness 45mm.

Fixing
Lockwood Palladium Plus door furniture is
a complete set, supplied with both the internal

and external plates. Plates are designed to fit
back to back to be fully concealed externally.

Handing

Easy field selectable handing.
Finishes

Satin Stainless Steel SSS
Security

The Lockwood Palladium door furniture
conforms to the requirements of the Australian
Lock Standard AS4145 Parts 1 & 2:2008 and
achieves the highest security level when used in
conjunction with an equivalent level of physical
security of the lock.

Durability

The Lockwood Palladium door furniture range
conforms to the high durability requirement
level D8 of Australian Standard AS 4145.2:2008
Part 2: Mechanical locksets for doors and
windows in buildings.

Lockwood Catalogue

LOCKILI0OD

ASSA ABLOY



Pa”ad"]m Lockwood Catalogue

1300 LOCK UP (1300 562 587)
lockweb.com.au



Palladium

Pitch Dimensions

48.5mm Pitch
Mortice Locks
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48.5 Pitch

45mm Plates and Function

External Single Cylinder PL2/48[##
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85mm Pitch
Mortice Locks
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Internal Single Cylinder PL3/48/##
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85 Pitch

Double Cylinder PL4/48[##
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Note: The Internal Single Cylinder configuration is also used in the Palladium French Door kits (PLFD/85/##) only in this configuration the external lever is fixed.

No Pitch Plates
Passage Set PL1/00/##

Outside Plate Inside Plate

1t Represents lever style number.

Fixed Dummy Set PL5/00/##

Outside Plate  Inside Plate
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Summit® L1

Spire® L2

Element™ L3

Glide™ L4

Aria® #27

1300 LOCK UP (1300 562 587)
lockweb.com.au

Q

o] 4

©

o] 4

[0

i
I

U
@)

I

I

Lockwood Catalogue

113

114
C
110
C:I

121

112

222

222

222

222

222



Pa”ad|um Lockwood Catalogue

Hakea® #28

| 222
|
l'\
A o b—
110
Acacia® #29
| [31]
| o]
| ] |
’ 222
\” o —
111
Saltbush® #34 3245
[31] 68 68
B =
| 222
[
| ) h—
109
Mulga® #36 3245
[31] 67 67
o] =
( :) C = D @ )
222
[o] —
113
Gidgee® #37 3945
[31] 67 67
(o] =]
( ) D E—D
222
[} T
113




Palladium

Ordering Procedure

Sample Part Number PL4/85/34SC is made up of several sections.
Choose your product by selecting an option from each section.

For example:

Palladium

Platform Function Lever
= BN N .
PL 4 85 34 SC

Palladium Lever Only
- 48.5mm Pitch 48
85 Pitch 55
Passage Set 1
External Single Cylinder 2
Internal Single Cylinder 3 Summit L1
Double Cylinder 4 Spire L2
Fixed Dummy 5 Element L3
French Door FD Glide L4
Aria 27
Hakea 28
Acacia 29
Saltbush 34
Mulga 36
Gidgee 37

Palladium Plus

Chrome Plate
Gold Plate

Satin Chrome
White

Black

Primrose
Magnolia

Other Powdercoat

Platform Function Lever
= BN “
PP 1 00 27 SSS

Palladium Plus Lever Only

85mm Pitch 85
Passage Set 1
External Single Cylinder 2 Aria 27
Internal Single Cylinder 3
Double Cylinder 4
Fixed Dummy 5
French Door FD

1300 LOCK UP (1300 562 587)
lockweb.com.au

Satin Stainless Steel

CcP
GLD
SC
WH
BLK
PRM
MAG
PPC

SSS
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Specification Service

For all Architectural hardware specification assistance
refer to your local ASSA ABLOY Sales Office.

A fully comprehensive, obligation free, Architectural Door
Hardware specification can be prepared by Architectural
Hardware Representatives.

Product Caring

Please go to lockweb.com.au for details on product caring.

Quallty Endorsed Company

SAl Global operates a program which
assesses the quality procedures and
capabilities of an organisation in
termsof the requirements of specific
Australian and International Standards
for Quality Systems. Following assessment by SAl Global,
ASSA ABLOY Australia Pty Limited, 235 Huntingdale Rd,
Oakleigh VIC 3166 have been granted a certificate of
registration as a quality endorsed company complying
with the requirements of AS 3902/I1SO 9001 - Quality
Systems for Production and Installation.
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Disclaimer

Whilst every effort has been made to ensure that the
information contained in this catalogue is accurate at
the time of publication, ASSA ABLOY recommends that
you consult ASSA ABLOY or its agents prior to placing
an order to ascertain current information on specific
products, as ASSA ABLOY reserves the right to make
changes without notice. ASSA ABLOY will not be liable
for any injury, loss or damage whatsoever, arising from
any errors or omissions in the information contained in
the catalogue or arising from the use or application of the
information contained herein. This catalogue does not
constitute an offer for the sale of any particular product.

Lockwood Guarantee
Please go to lockweb.com.au for full details of the
Lockwood Guarantee.
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ASSA ABLOY is the global
leader in door opening
solutions, dedicated to
satisfying end-user needs
for security, safety and
convenience

Lockwood is the leading brand in the Australian
locking industry. With an established reputation
for high quality products, this iconic brand
provides a wide range of locking solutions to
residential housing, commercial building and
industrial application markets. Lockwood is
supported by an extensive distribution and
after-sales support network. Our customers
include retailers, architects, trade and industrial
personnel, locksmiths and security dealers.

ASSA ABLOY is the global leader in door opening
solutions, dedicated to satisfying end-user needs
for security, safety and convenience.

ASSA ABLOY is represented in all major regions,
in both mature and emerging markets, with
leading positions in Australia, Europe and
North America.

As the world’s leading lock group, ASSA ABLOY
offers a more complete product range of door
opening solutions than any other company

in the market.

Australia
1300 LOCK UP (1300 562 587)
lockweb.com.au

New Zealand
Telephone +64 9415 7888
assaabloy.co.nz

ASSA ABLOY Australia Pty Limited ASSA ABLOY New Zealand Ltd.

235 Huntingdale Road,
Oakleigh Victoria, 3166
Australia

info.au@assaabloy.com
assaabloy.com.au

6 Armstrong Road
Albany, North Shore City, 0632
New Zealand

info.nz@assaabloy.com
assaabloy.co.nz
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